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CONSTRUCTION DETAILS L

A. USE EXISTING STEEL PODLE AND INSTALL A 60 FT. MAST ARM. TRAFFIC SIGNAL HEADS, SIGNS, COUNTDOWN
PEDESTRIAN SIGNAL HEAD, OPTICOM DETECTOR EYE AND VIDEO DETECTION CAMERA MOUNTED ON MAST ARM.

B. USE EXISTING STEEL POLE AND INSTALL A 70 FT. MAST ARM (CUT TO 65 FT.), TRAFFIC SIGNAL HEADS.,
SIGNS., COUNTDOWN PEDESTRIAN SIGNAL HEAD, RELOCATED OPTICOM DETECTOR EYE AND RELOCATED VIDEO
DETECTION CAMERA MOUNTED ON MAST ARM. RELOCATE EXISTING VIDEOC DETECTION CAMERA TGO PROPOSED
MAST ARM (VIDEO CAMERA LOCATION a).

GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
VIDEQ CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE

SHA ENGINEER.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
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C. USE EXISTING STEEL POLE AND INSTALL A 50 FT. MAST ARM, TRAFFIC SIGNAL HEADS. SIGNS, COUNTDOWN ? THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
PEDESTRIAN SIGNAL HEAD, RELOCATED OPTICOM DETECTOR EYE AND RELOCATED VIDEO DETECTION CAMERA CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
MOUNTED ON MAST ARM. RELOCATE EXISTING VIDEQ DETECTION CAMERA TO PROPOSED MAST ARM (CAMERA VERIFY PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
L GCATION o). REMOVE EXISTING BACK GUYS. - SEE SIGNING AND MARKING PLANS FOR ADDITIONAL PAVEMENT MARKING DETAILS.
D. USE EXISTING STEEL POLE AND INSTALL A 70 FT. MAST ARM, TRAFFIC SIGNAL HEADS, SIGNS, COUNTDOWN I PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A
PEDESTRIAN SIGNAL HEAD AND AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW @ PERSON IN A WHEELCHAIR REACHING LESS THAN 187 FROM A 60 " x 60" LEVEL
POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ "PUSH BUTTON TO CROSS CHANCELLORS RUN ROAD. "), £ | LANSING QRES WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.
VIDEOD DETECTION CAMERA MOUNTED ON MAST ARM. REMOVE EXISTING BACK GUYS. - - 9. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
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